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MOTORE - ENGINE
Carburante Max. potenza resa Potenza uso continuo Sistema avviamento Cilindrata Giri motore
Fuel Max. output Continuos output Starting system Displacement Engine speed
type HP HP type cc r.p.m.
DIESEL 42 3.8 manuale 196 3600
recoil
Capacita serbatoio Capacita serbatoio olio Rumorosita Alesaggio corsa Dimensioni Peso a secco
Tank capacity Oil tank capacity Noise Bore Stroke Dimensions Dry weight
It It <7m dB (A) mm mm Kg
2,5 0,8 85 70 x 57 332 x 392 x416 26
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ALBERO SHAFT Mod. G1

MOTORE - ENGINE

Carburante Max. potenza resa Potenza uso continuo Sistema awviamento Cilindrata Giri motore
Fuel Max. output Continuos output Starting system Displacement Engine speed
type HP HP type cc r.p.m.
manuale - elettrico
DIESEL 6 55 . . 306 3600
recoil - electric
Capacita serbatoio Capacita serbatoio olio Rumorosita Alesaggio corsa Dimensioni Peso a secco
Tank capacity Oil tank capacity Noise Bore Stroke Dimensions Dry weight
It It <7m dB (A) mm mm Kg
3,5 11 85 78 x 64 383 x 421 x 450 38
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ALBERO SHAFT Mod. K1 ALBERO SHAFT Mod. G1

MOTORE - ENGINE
Carburante Max. potenza resa Potenza uso continuo Sistema avviamento Cilindrata Giri motore
Fuel Max. output Continuos output Starting system Displacement Engine speed
type HP HP type cc r.p.m.
manuale - elettri
DIESEL 9,6 8,6 anuate - elettrico 418 3600
recoil - electric
Capacita serbatoio Capacita serbatoio olio Rumorosita Alesaggio corsa Dimensioni Peso a secco
Tank capacity Oil tank capacity Noise Bore Stroke Dimensions Dry weight
[t It <7m dB (A) mm mm Kg
5,5 1,65 85 86 x 72 417 x 470 x 494 53
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Mod. K1-G1 ALBERO SHAFT Mod. K1 ALBERO SHAFT Mod. G1
MOTORE - ENGINE
Carburante Max. potenza resa Potenza uso continuo Sistema avviamento Cilindrata Giri motore
Fuel Max. output Continuos output Starting system Displacement Engine speed
type HP HP type cc r.p.m.

DIESEL 12 11 manuale - elettrico 474 3600
recoil - electric

Capacita serbatoio Capacita serbatoio olio Rumorosita Alesaggio corsa Dimensioni Peso a secco
Tank capacity Oil tank capacity Noise Bore Stroke Dimensions Dry weight

[t It <7mdB (A) mm mm Kg

55 1,65 85 88 x78 415 x 475 x 498 54
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MOTORE - ENGINE
Carburante Max. potenza resa Potenza uso continuo Sistema avviamento Cilindrata Giri motore
Fuel Max. output Continuos output Starting system Displacement Engine speed
type HP HP type cc r.p.m.
DIESEL 4.2 38 manuale 219 3600
recoil
Capacita serbatoio Capacita serbatoio olio Rumorosita Alesaggio corsa Dimensioni Peso a secco
Tank capacity Oil tank capacity Noise Bore Stroke Dimensions Dry weight
It It <7m dB (A) mm mm Kg
2,5 0,8 85 70 x 57 332 x392 x416 26
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MOTORE - ENGINE
Carburante Max. potenza resa Potenza uso continuo Sistema avviamento Cilindrata Giri motore
Fuel Max. output Continuos output Starting system Displacement Engine speed
type HP HP type cc r.p.m.
DIESEL 6 5,5 manuale - elettrico 306 3600
recoil - electric
Capacita serbatoio Capacita serbatoio olio Rumorosita Alesaggio corsa Dimensioni Peso a secco
Tank capacity Oil tank capacity Noise Bore Stroke Dimensions Dry weight
[t It <7m dB (A) mm mm Kg
3,5 11 85 78 x 64 383 x421 x 450 38
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ALBERO SHAFT

Carburante Max. potenza resa Potenza uso continuo Sistema avviamento Cilindrata Giri motore
Fuel Max. output Continuos output Starting system Displacement Engine speed
type HP HP type cc r.p.m.
DIESEL 9,6 8,6 manuale - elettrico 418 3600
recoil - electric
Capacita serbatoio Capacita serbatoio olio Rumorosita Alesaggio corsa Dimensioni Peso a secco
Tank capacity Oil tank capacity Noise Bore Stroke Dimensions Dry weight
[t It <7m dB (A) mm mm Kg
5,5 1,65 85 86 x72 417 x 470 x 494 53
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Mod. K1-G1 = 2 ALBERO SHAFT Mod. G1 ALBERO SHAFT Mod. K1
MOTORE BICILINDRICO RAFFREDDATO AD ARIA - V-TWIN CYLINDER ENGINE AIR COOLED
Carburante Max. potenza resa Potenza uso continuo Sistema avviamento Cilindrata Giri motore
Fuel Max. output Continuos output Starting system Displacement Engine speed
type HP HP type cc r.p.m.
DIESEL 22 20 elettrico 997 3600
electric
Capacita serbatoio Capacita serbatoio olio Rumorosita Alesaggio corsa Dimensioni Peso a secco
Tank capacity Oil tank capacity Noise Bore Stroke Dimensions Dry weight
It It <7m dB (A) mm mm Kg
7 2,6 85 2x(92x75) 470 x 465 x 590 88
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