
EAV
Applications
EAV self-cleaning screen filters, particularly suitable for the filtration of water 
with small and medium suspended quantities of sand. Inside the cartridge, 
there is a punched plate. When water flows through it, it creates a vortical 
flow whose turbulent action avoids the accumulation of impurities on the 
surface of the filtering cartridge.

Materials
• Body: in sanded metal treated with phosphate zinc and followed by an 
electrostatic application of a layer of polyester paint, minimum thickness 
160 micron, with a protective and anti-corrosion function 
• Filtering element: perforated PVC tube and mesh in stainless steel AISI 304
• Gaskets: EPDM
• Punched plate: in EPDM and for DN150 in PVC

Characteristics
• Maximum working pressure: 8 bar
• Standard filtration grade: 120 mesh
	 (filtration available: 80, 120, 150 mesh)
• Types of connection: threaded, flanged, victaulic
• The filter is supplied with a discharge valve

Load loss*
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*Testing for load loss was carried out with clean water.
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Connections Pricelist ref. Ø body 
(mm)

Flow rate
(m3/h)

Filtration area 
(cm2)

2'' IFEAV20H12 168,30 11 - 31 1055
3'' IFEAV30H12 168,30 12 - 40 1625
3'' IFEAV30F12 168,30 12 - 40 1625
4'' IFEAV40H12 219,10 20 - 70 2318
4'' IFEAV40F12 219,10 20 - 70 2318
5'' IFEAV50F12 219,10 40 - 110 3014
6'' IFEAV60F12 273,00 70 - 150 4929
8'' IFEAV80F12 219,10* 100 - 240 6028

L
(mm)

L1
(mm)

A
(mm)

H
(mm)

H1 
(mm)

Ø
(inches)

Ø1 
(mm)

Weight (kg)
H - W F

450 530 275 325 ---- ---- ---- ---- ----
660 710 275 355 ---- ---- ---- ---- ----
660 710 275 335 ---- ---- ---- ---- ----
780 810 275 400 ---- ---- ---- ---- ----
720 780 275 400 ---- ---- ---- ---- ----
720 930 275 550 ---- ---- ---- ---- ----
950 1050 320 600 ---- ---- ---- ---- ----
1350 ---- 275 800 ---- ---- ---- ---- ----

DimensionsTechnical data

EAV

METAL FILTERS - ONLINE SELF CLEANING SCREEN FILTER + PVC

Components

Number Description

1 t-handle
2 discharge valve
3 cover
4 cover gasket
5 filtering cartridge
6 punched plate (DN 150)
7 internal gasket
8 filter body
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Connection type: H female threaded; F flanged; W victaulic
*Y filter body




