
K- Drop System is a pre-assembled kit that includes iDrop line 
drippers, stake drippers and micropipes, available in various 
diameters. Practical and functional, it is sold pre-assembled with 
standard measurements or self-assembled (choosing the manifold 
and stake) if different dimensions are required to those proposed 
in the pricelist. It is ideal for irrigation of crops in greenhouses or in 
pots: the answer to soilless irrigation needs.

K-Drop System

1 - iDrop o multifunction iDrop
2 - IMMC22000A032
3 - IMMC42000V032
4 - IMAST2000A000 
5 - IMAST2000N000 
6 - IMAST2000R000
capillary ø 3,2 mm ext.

1 - iDrop o multifunction iDrop
2 - IMMO42000N030
3 - IMMO22000N030
4 - IMAID2015N026
micropipe PVC200 ø 5,5x3 mm.

1 - IM7156000N050
2a - iDrop multifunzione
2b - iDrop light
3 - IMASG2000N000
micropipe PE ø 6x4 mm.

1a - iDrop
2a - IMMO12000N030
2b - IMML12000N030
3a - IMAIP2015N030
micropipe PE o PVC200 ø 6x4 mm.

1b - multifunction iDrop 
2b - iDrop light 
3b - IMAIP2015N030
micropipe PE o PVC200 ø 6x4 mm.
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DRIPPERS ON LINE
K-DROP SYSTEM

EXAMPLE OF KIT NECESSARY COMPONENTS DESCRIPTION

K-DROP SYSTEM
GREENHOUSE SYSTEMS 

Ideal for soilless crops!



Pipes and accessories

Puncher

Combinations
Insertion hole Ø 2.5 max. 3 mm

Flow rate 
per drop 

point

Capillary Ø 3,2 mm X Ø int.
Manifold 

mod.
Idrop

l/hL= 40 cm L= 60 cm L= 60 cm L= 100 cm
0,81,01,21,50,81,01,21,50,81,01,21,50,81,01,21,5

0,5 l/h x x x MC4 2,2
1,0 l/h x x x x x MC2 2,2
1,0 l/h x x x x MC4 4,0
1,0 l/h x x x x MC2 2,2
1,0 l/h x x x MC4 4,0
2,0 l/h x x x x x x x x x MC2 4,0
2,0 l/h x x x MC4 7,8
3,0 l/h x x x x x x x x MC2 6,0
4,0 l/h x x x x MC2 7,8

Recommended combinations with manifold MC2-MC4

Height difference between drop points, not recommended over 10 cm

Flow rate per 
drop point

No. drop 
points

Manifold 
mod.

Micropipe 
length mm Stake type Idrop

l/h
0,5 l/h 4 MO4 50 - 80 ASD - AID 2,2
0,7 l/h 4 MO4 50 - 80 ASD - AID 3,2
1,0 l/h 4 MO4 50 - 80 ASD - AID 4,0
1,0 l/h 2 MO2 50 - 80 ASD - AID 2,2
1,5 l/h 4 MO4 50 - 80 ASD - AID 6,0
1,5 l/h 2 MO2 50 - 80 ASD - AID 3,2
1,7 l/h 4 MO4 50 - 80 ASD - AID 7,8
2,0 l/h 2 MO2 50 - 80 ASD - AID 4,0

Recommended combinations with manifold MO2-MO4
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DRIPPERS ON LINE 
K-DROP SYSTEM

Polyethylene pipe Ø 16 and 20 mm Micropipe in PE
Ø 5x3 e 6x4 mm

Micropipe in PVC200
Ø 5,5x3 e 6x4 mm

BLACK GREY BLACK GREY BLACK
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