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STX -thermo combined water heaters with elliptical heat exchanger

STX
Thermoelectric water heater
with heat exchanger coil elliptical
With right (DX) or left (SX) connections at
Choice

- Presence of probe well for control
Temperature
- Possibility of connection to systems of
centralized warming
- Possibility of connection with systems a
Solar Panel
- Possibility of connection to pellet stoves
- High performance elliptical coil for
heat exchange

Why to choose it:

80 / 100 / 120 / 150 / 200 lt

EFFICIENCY COIL / HEAT EXCHANGER LOAD MAX 80%

STX 80 STX 100 STX 120 STX 150 STX 200
Thermal Dispersiom 50° (KWh/24h) 1,32 1,51 1,84 2,09 2,42

Power (W) 1200 1500 1500 2000 2000

Voltage (V) 230 230 230 230 230

Heating time (∆t 50°) 232' 245' 280' 310' 472'

Max working temperature (C°) 65 65 65 65 65

Max working pressure (bar) 8 8 8 8 8

Protection against humidity IPX4 IPX4 IPX4 IPX4 IPX4

Insulation class I I I I I

Profile M M L XL XL

Energy Class C C C C C

S mq 0,459 0,714 0,714 0,951 0,951

Load capacity mc/h 1,03 1,6 1,6 2,13 2,13

Kw eff. ∆t 35° C 15,5 24,1 24,1 32,2 32,2

Load loss MBAR 330 800 800 1421 1421

Exchanger connections 1/2”
FEMALE

1/2”
FEMALE

1/2”
FEMALE

1/2”
FEMALE

1/2”
FEMALE

* refers to electric operation only, without thermal energy

TECHNICAL DATA
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STX -thermo combined water heaters with elliptical heat exchanger

A B C D E F G H I J L

STX 80 460 mm 100 mm 700 mm 155 mm 610 mm 765 mm 350 mm 115 mm 265 mm 135 mm 185 mm

STX 100 460 mm 100 mm 805 mm 185 mm 685 mm 870 mm 350 mm 115 mm 350 mm 215 mm 185 mm

STX 120 460 mm 100 mm 1000 mm 195 mm 870 mm 1065 mm 350 mm 115 mm 350 mm 215 mm 185 mm

STX 150 550 mm 140 mm 935 mm 205 mm 795 mm 1000 mm 350 mm 115 mm 350 mm 230 mm 225 mm

STX 200 550 mm 140 mm 1105 mm 205 mm 965 mm 1170 mm 350 mm 115 mm 350 mm 230 mm 225 mm

COPPER
HEATING ELEMENT

MAGNESIUM
ANODE

ROHS
COMPONENT

THERMOSTAT LED
CONTROL

POLYHURETHANE
FOAM CFC FREE 

HIGH PERFORMANCE ELLIPTICAL 
COIL FOR HEAT EXCHANGE

GLASS ENAMELED
TANK

ABSENCE OF CFC; 
POLYURETHANE FOAM 
FOR ECOLOGICAL THERMAL 
INSULATION

HUMIDITY PROTECTION CLASS 
IPX4

SMOKE
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